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              BIG BLOCK CHEVY INTAKE SPACER PLATES 
                           P/N 65090 
PARTS LIST 
 

2       Intake Spacer Plates    
2       End Spacer Plates 
 

INSTALLATION INSTRUCTIONS 
 
NOTE:   These spacer plates can only be used with Big Block 
Chevy Blocks which are .400” taller than stock on GM special truck 
blocks, GM’s new marine blocks, or any aftermarket block that is 
.400” taller. 
 
These spacer plates should be installed by a qualified machine shop or 
engine builder. The two end spacer plates can be either drilled and 
tapped into the block, or just pinned to the block. The cylinder head 
spacer plates can be ported to match the existing intake runner 
dimension. These spacer plates can also be pinned to the cylinder head 
so that the plates will remain in the same location. The water passage in 
the plate is smaller than that of the cylinder head. On a circle track or 
street driven application, the water passage will have to be opened up 
to match the cylinder head for correct water cooling.  
 
The distributor will also have to be modified for correct engagement with 
the cam shaft. Since the intake manifold is moved up .400”, the 
distributor mounting face and/or the distributor mounting surface on the 
manifold will have to be machined. 
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For Technical Assistance, Call Moroso’s Tech Line at 

(203) 458-0542, 458-0546 8:30am – 5:00pm Eastern Time 

MOROSO PERFORMANCE PRODUCTS, INC 
80 CARTER DR • GUILFORD, CT 06437 

Phone: (203) 453-6571 • Fax: (203) 453-6906 
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            BIG BLOCK CHEVY INTAKE SPACER PLATES 
                           P/N 65090 
PARTS LIST 
 

2       Intake Spacer Plates     
2       End Spacer Plates 
 

INSTALLATION INSTRUCTIONS 
 
NOTE:   These spacer plates can only be used with Big Block Chevy 
Blocks which are .400” taller than stock on GM special truck blocks, 
GM’s new marine blocks, or any aftermarket block that is .400” taller.
 
These spacer plates should be installed by a qualified machine shop or 
engine builder. The two end spacer plates can be either drilled and tapped 
into the block, or just pinned to the block. The cylinder head spacer plates 
can be ported to match the existing intake runner dimension. These spacer 
plates can also be pinned to the cylinder head so that the plates will 
remain in the same location. The water passage in the plate is smaller 
than that of the cylinder head. On a circle track or street driven application, 
the water passage will have to be opened up to match the cylinder head 
for correct water cooling.  
 
The distributor will also have to be modified for correct engagement with 
the cam shaft. Since the intake manifold is moved up .400”, the distributor 
mounting face and/or the distributor mounting surface on the manifold will 
have to be machined. 
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