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         CARBURETOR SPACER 
   INSTALLATION INSTRUCTIONS 
 
  
PARTS LIST

(1)  Spacer 
(2 or 4)       Pins (May not be supplied with 
                             all kits) 
 

 
SPACERS FOR USE ON ALL STANDARD 
HOLLEY FLANGE, 4 BARREL 
CARBURETORS. (CANNOT BE USED WITH 
4500 SERIES CARBS). 
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         CARBURETOR SPACER 
   INSTALLATION INSTRUCTIONS 
 
  
PARTS LIST

(1)  Spacer 
(2 or 4)       Pins (May not be supplied with
                             all kits) 

 
 
SPACERS FOR USE ON ALL STANDARD 
HOLLEY FLANGE, 4 BARREL 
CARBURETORS. (CANNOT BE USED WITH 
4500 SERIES CARBS). 
 
Center the spacer of the intake manifold plenum 
area and bolt it in place without the carburetor. 

 spacer of the intake manifold plenum 
olt it in place without the carburetor. 
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Center the spacer of the intake manifold plenum 
area and bolt it in place without the carburetor. 
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Using the 1/8” holes as guides, drill two 1/8” deep 
locating holes in the intake manifold. Mark the 
spacer on its outside edge to show mounting 
position on manifold. Then remove spacer from 
manifold. Center the spacer on the carburetor 
and repeat the above procedure, drilling the 1/8” 
deep locating holes in the carburetor. 
 
Mark the two carburetor gaskets for pin locations 
and punch two holes for pins in each gasket. 
Reinstall the spacer to the manifold in the correct 
position; with a gasket on each side, drive in 
locating pins, and install the carburetor. Make 
sure the pins seat completely into the manifold 
and carburetor. 
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Using the 1/8” holes as guides, drill two 1/8” deep 
locating holes in the intake manifold. Mark the 
spacer on its outside edge to show mounting 
position on manifold. Then remove spacer from 
manifold. Center the spacer on the carburetor 
and repeat the above procedure, drilling the 1/8” 
deep locating holes in the carburetor. 
 
Mark the two carburetor gaskets for pin locations 
and punch two holes for pins in each gasket. 
Reinstall the spacer to the manifold in the correct 
position; with a gasket on each side, drive in 
locating pins, and install the carburetor. Make 
sure the pins seat completely into the manifold 
and carburetor. 
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